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Function 
On activation of the strike will release the door. (power 
to open) Strike will unlock when power is applied and 
will remain unlocked until the power is removed.  

Key Features 
 
 

• SYMMETRICAL Compact design 
• Narrow style face plates, Brushed stainless steel  
• Operates on, 12v DC, 12-16v AC,  
• Low current 30Ω COIL as standard A  
• Ideal for, Access Control and Intercoms applications 
• Strong durable construction 
• Quality product built to ISO9227 standards 
• ECONOMICALY priced 
• 5 Year Manufacturers Warranty 

Model: N45  
Part No:  DOR300 

CE Approved 

C-Tick Certified 

TVU Approved 

5 Year Warranty 

Models Part No Available Models  
N45 DOR300 Standard model, Power to open , 12v DC, 350mA 

N45-A  DOR310 Automatic model, Power to open, 12v DC, 350mA 

N45-412  DOR310 Continuous Coil model,  Power to open, 12v DC, 110mA 

Part No:  DOR300 Specifications 
Operation features Narrow style SYMETRICAL model 
Operational voltage 12v DC or 12-16v AC 
Current draw 350mA  
Coil type 30Ω 
Operation features Standard momentary operation 
Colour Brushed Stainless Steel face plate 
Dimensions H123mm x W32mm x D40mm 

Latch opening with  45mm 

Warranty 5 Years Manufactures Warranty 

Brushed Stainless Steel 

Colours available 


