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EU CE Certification

® Keypad Test

® Different Tests

Dust Test

UV llluminate Test
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Surge Immunity Test

Apply the voltage of 2KV to AC
Power Cord: Hang up for 10
times, and answer for 10 times.

Service Life:

15]0[9]7]0k:4

By using 30 times per day,
the keypad can be used
for 15 years.

Waterproof Test

Drop Test

Dropping height of six sides: 8 meters;
dropping height of three edges and
one corner: 6 meters; three times for
each test

Multiple test to ensure the best quality




24G network improves your life quality.

24GHZ
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Product Diagram of Smart Wireless Doorbell
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Name Tag Power/End Key

Speaker ®
Charger Base
Outdoor . ~ Indoor =
Camera Handset
Transmit Frequency Range 2.4GHz-2.4835GHz Transmit Frequency Range ~ 2.4GHz-2.4835GHz
Data Rate 2.0Mbps Screen 24" Color LCD
Transmitting Power 19dBm(TYP) Data Rate 2.0Mbps
Modulation Type GFSK Receiving Sensitivity -85dBm
Transmitting Distance Outdoors: 2500m Demodulation Type GFSK
Image Sensor Type Color CMOS Image Sensor LCD Resolution 320x240(RGB)
I Pracesant H264 Transmitting Power 19dBm(TYP)
M ial Al
FAsE ool A Power Requirement 1100mA BL-5C,3.7v
Camera Vision 120° Wide Angle - C o e 00
LED 6 LEDs ower : onsumption ax.
Power Requirement 1.5V Batteries Sperating lempe i e e
Operating Temperature -20°C~+55°C Operating Humidity 20%~90%
Operating Humidity 20%~90% Handset Dimensions 51*152*19.5mm(W*H*L)
Dimensions (W*H*L) 86*160*55mm Charger Base Dimensions 123.5*119*37.5mm
No. of Indoor Handset Supported =~ Max. 2 No. of Outdoor Camera Supported Max. 2
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Signal can reach 120mt in open area or transmit
through 4 bricks wall (20cm)




