


Waterproof Standalone Keypad Access Control



Main Features:

• Waterproof, conforms to IP66
• Metal case, backlit keypad
• One relay, 1000 users
• Support 10 bypass users

• PIN length: 4~6 digits
• Anti-tamper alarm Waterproof, conforms to IP66
• Metal case, backlit keypad
• Working Temperature: -40℃ ~ 60℃

• Working Temperature: -40℃ ~ 60℃



Specifications
User Capacity
Normal Users
Visitor Users

1000
990
10

Operating Voltage 
Idle Current
Active Current

9~18V DC
50mA 
80mA

Wiring Connections Relay Output, Exit Button

Relay
Adjustable Relay Output 
Time
Lock Output Load

One (NO, NC, Common)
0-99 Seconds (5 seconds default)
3 Amp Maximum

Environment
Operating Temperature
Operating Humidity 

Meets IP66
-40℃ ~ 60 ℃
10%RH-90%RH

Physical
Surface Finish
Dimensions

Unit Weight 
Shipping Weight

Zinc-Alloy Enclosure
Powder Coat
9.8L x 6.6W x 2.2H (cm) (K5)
12L x 4.9W x 2.4H (cm) (K6)
295g
350g



Selling Points
> All-metal buttons, the digit numbers will not fade;

 

> 6 wires only, very easy to install and operate;
> IP66 waterproof for outdoor use
> Support 10 bypass PINs





K5



K6



Thank you!
Contact us:

5F, Building 13, Longbi Industrial 
Park, Bantian Subdistrict, 
Longgang District, Shenzhen, 
China
windy@secukey.com.cn

+86-755-2679 5455

www.secukey.com.cn


